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SPECIFICATIONS 

OTHER SPECIFICATIONS 

HX
ZOMROO

Tyre Size

Charger Battery Performance

Overall Dimensions Range Distance

Loader Capacity Brakes

Auto Capacity

Brushless DC Motor
Max. Power: 1200 W

(1660 W Tested By Icat)
Voltage: 48 V

Capacity: 50 A, 24 Mosfets
Voltage: 48 V

Front: Telescopic Hydraulic 
Shockers

Rear: Double Movement Leaf
Spring With Hydraulic

Shockers

Front: 3.75-12 
Rear. 3.75-12

Seating Capacity: 
Driver

Load Capacity:
500 Kg Approx

Front: Lever Operated, 
Drum Type

Rear. Brake Paddle
 Operated, 
Drum Type

Motor Controller Suspension

Smps W ith Voltage
Fluctuation Protection

Charging Time:  6-7 Hours
Output:  48V/15A

Type: Lead Acid
Capacity: 110Ah- 150Ah
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Turning Radius: 2.4 Mtr

Speed:���”�������.�P�S�K

25
kmph

Seating Capacity : 
4+1 RTO passing

Length:2780 mm  
Width: 990 mm

Height: 1468 mm 

Range:
90 to 120 KM in 
Single Charge

Wheel Base: 2100 mm

Ground Clearance: 210mm

Gross V ehicle W eight: 720 Kg

Parking: Mechanical Hand  Lever Operated


